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1 - TECHNICAL DATA 
 

CONTROL TYPE ARTICLE CODE 
Digital thermostat with alarms ARK150.000 
FEATURES  Unit  

Power supply V | ph| Hz 230 | 1 | 50/60 

Cooling capacity EN14511 
A35-A35 W 1450/1500 
A35-A50 W 1080/1130 

Absorbed electric  
power EN14511 

A35-A35 W 820/950 
A35-A50 W  

     Rated current A 4,9/5,5 
Motor circuit breaker /  
Delayed pre fuse (advised) 

A 6 

Electrical connection - Internal terminals 
Air flow rate (free blow) enclosure m3/h 600 / 625 

Operating temperature 
ambient °C (°F) +20 |+55  (+68 |+ 131) 

enclosure °C (°F) +20 |+45  (+68 |+ 113) 
Refrigerant - | g R134a | 350 

Design 
casing - Galvanised sheet steel 
cover - Galvanised sheet steel powder coated RAL7035 

Weight kg 36 
Conformity / Certifications - CE 

 

 
 

WARNING 
 Safety of AIR CONDITIONER is warranted only by proper use of these instruction which must be kept. 
 Installation must be done by qualified personnel only after enclosure power supply disconnecting. 
 Before any operation, switch off the power supply. 

 The appliance is classified as not accessible to the general public 
 The air conditioner is not to be used by persons (including children) with reduced physical, sensory or mental capabilities, 

or lack of experience and knowledge, unless they have been given supervision or instruction. 
 Children being supervised not to play with the air conditioner. 
 The air conditioner must be installed in accordance with national wiring regulations 
 Upstream of the electrical connection, an efficient disconnection system must be provided in compliance with the 

standard 
 Internal and external components of electrical enclosure don’t have to affect the proper installation of air conditioner. 
 Inside of electrical enclosure there must not be components that could affect the proper ventilation. 
 Provide a proper fixing of the electrical enclosure to the floor to prevent accidental tipping due to the supplementary 

weight of installed AIR CONDITIONER. 
 Installation position of AIR CONDITIONER must be selected to ensure good ventilation. Take care that any internal/external 

components of enclosure don’t obstruct air passage. (see section 2.2 GENERAL CHECKS BEFORE INSTALLATION) 
 The heat loss of the components installed inside of the electrical enclosure must be lower than useful cooling power of the 

AIR CONDITIONER. 
 AIR CONDITIONER must be handled in upright position and protected against accidental tipping over. 
 Do not modify the AIR CONDITIONER structure if it is not specified in these instruction or associated instructions. 
 During transportation of enclosures with installed air conditioner a proper bracket must be used to support the cooling 

unit weight. 
 Install only original spare parts and accessories.  
 Protection against access to live parts must be warranty by installer.  
 The supply connector of the AIR CONDITIONER must only be connected and disconnected when electrical enclosure is 

electrically disconnected. 
 Follow all technical data shown in this manual  
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2 - INSTALLATION 
 
2.1 PRODUCT HANDLING 

 

AIR CONDITIONER ARK series must be handled in upright 
position (as is shown in picture below) and protected against 
accidental tipping over. 

 
 

2.2 GENERAL CHECKS BEFORE INSTALLATION 
 
Before the installation make sure that the cabinet is disconnected from the 
electrical supply. 

 
GENERAL CHECKS 

- electrical enclosure must be disconnected form power supply 
- electrical data shown on rating label pasted on air conditioner side must be 

guaranteed 
- Electrical enclosure must be sized according to air conditioner dimensions and 

weight. 
- Electrical enclosure must have at least IP54 protection degree 
- Internal and external components of electrical enclosure don’t have to affect the 

proper installation of air conditioner 
- The installation site must be free from excessive dirt, aggressive ambient 

conditions and moisture. 
- The installation site must be free from hot air flows  
- The internal side of electrical enclosure must be free from dirt and moisture 
- The environment temperature must be within the range specified on label pasted 

on air conditioner side 
- Inside of electrical enclosure there must not be components that could affect the 

proper ventilation 
- the enclosure positioning with installed air conditioner must be carefully selected to 

ensure good ventilation (clearance between the air conditioner and the near walls 
must be at least 500 mm in each side). 

- Proper disposing of condensate discharge 
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2.3 CONDENSATE DRAIN PIPE 
  

1) Connect an adequate hose to the condensate drain pipe like is shown by 
picture below 
 

Air conditioner produces condensate because the moist air 
inside of the enclosure meets cold heat exchanger (evaporator) 
and then it becomes water; water production decreases during 

air conditioner working because enclosure air becomes dry. 
 

 
 

The condensate must be properly evacuated to avoid accidental 
damage to the electrical enclosure  

 
The enclosure must be IP 54 protected, if enclosure is not 
airtight, condensate production could increase. 

 
 
 



Designation: AIR CONDITIONER FOR ELECTRICAL ENCLOSURE  Page 6/12 
UMA-CDZ-ARK150000-01 

3 - ELECTRICAL CONNECTION 
 
3.1 WIRING DIAGRAM 
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3.2 ELECTRICAL INSTALLATION 
 
The electrical installation must be carried out by a qualified electrician 
who is responsible for compliance with the applicable standards and 
regulations. 

 
Switch off the power supply to the air conditioner before installation 
 

 
1) Remove the terminal box cover 

 
 

2) Pass the cable (non included)  through the rubber grommet next to the terminal box 
cover. Wire the cable to the terminal L, N and yellow/green. The terminals are fitted 
with spring terminals 
 

3) Replace the cover and fix it with the two screws 
 
 
     
Cable section must be at least 1,5mm2  
 
 
Electrical data shown on rating label pasted on air conditioner side must be 
guaranteed 

 
Install the delayed fuse recommended on rating plate pasted on air 
conditioner side to protect the line and enclosure   components against short-
circuit. 

 
Upstream of the electrical connection, an efficient disconnection system must 
be provided and it must be clearly identified 
 
Air conditioner is already fitted with a temperature controller, no additional 
temperature control must be connected upstream of the unit. 
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4 - STARTING AND ADJUSTMENT 
 
After finishing assembly of the conditioner, wait approx. 30 min. before starting it (the oil 
must collect in the compressor to ensure lubrication and cooling). 
 
The air conditioner operates automatically, that is to say, after insertion, the evaporator fan 
operates continuously making the air inside the cabinet circulate. This way a uniform 
distribution of temperature inside the cabinet itself is attained. The built-in thermostat 
drives compressor and condenser fan according to set point value. 
  
Compressor and condenser fan turn ON when internal enclosure temperature rises 
up to set point value. 
 
Compressor and condenser fan turn OFF when internal enclosure temperature 
decreases below set point value - hysteresis. 
 

WARNING: the air conditioner is designed to operate at 35 ° C 
cabinet temperature. If the set point is changed the performance 
of the unit will vary.    
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5 - SPARE PARTS LIST 
 

REFERRED TO WIRING 
DIAGRAM  

DESCRIPTION CODE 

1 Evaporator fan VCENT190D230V 

2 Compressor BSA357DT 

3 Condenser fan VCENT220D230U 

C1 Evaporator fan capacitor CON2UFS2M8F 

C3 Condenser fan capacitor CON2UFS2M8F 

4 Regulating thermostat TERMOSTTR2 
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WARRANTY 
 

WE 
Alfa Electric 

 

 
 

Division of: 
ALFA PLASTIC s.a.s. 

Via Della Valle, 39 – 20048 CARATE BRIANZA (MI) 
Tel. +39 (0362) 903.539 – Fax +39 (0362) 975.133 

Mail: info@alfaelectric.com 
www.alfaelectric.com 

 

guarantees that the product is free from any quality defects. 
The product is guaranteed for a period of 12 months from the date of delivery, provided it 
operates under the following conditions: 

1. value of power supply indicated in the data plate is completely respected; 
2. requirements specified on user’s manual are completely respected; 
3. cabinet temperature is not higher or lower than its rated temperature; 
4. ambient temperature is not higher or lower than its rated temperature; 
5. the product is mounted on cabinets with a minimum IP54 protection level; 
6. the product is mounted on cabinets that not requiring higher cooling power than 

expected; 
7. the product is clearly identifiable by serial number. 

 
The warranty does not apply if : 

1. the cooling circuit has been modified about type and quantity of refrigerant or 
composition; 

2. the unit operates in acid or corrosive ambient; 
3. the unit has been modified without ALFAPLASTIC consent. 

 
This warranty shall become null as soon as the product is altered or modified in its 
structure or in circuits. 
The terms of this warranty (commencement and termination dates) are not modified by 
any repair or replacement of products. 
For every part that results defective during the period of this warranty, ALFAPLASTIC shall 
repair or replace it. Any others charges arising from removal, handling and installation of 
the products shall not be refunded by ALFAPLASTIC. 
Like is specified on user’s manual, installation, handling, the correct earthing in 
accordance with all current standards are under the responsibility of costumer. 
In the event of any damage caused by a defective product shall apply the EEC85.374 
standard. 
The malfunction must be communicated in writing to ALFAPLASTIC. 
Warranty is void if the costumer is not in good standing with the payments 

 
LEGAL RAPRESENTATIVE 

 
FIORATTI P. 
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UE DECLARATION OF CONFORMITY 

 
WE 

Alfa Electric 
 

 
 

Division of: 
ALFA PLASTIC s.a.s. 

Via Della Valle, 39 – 20841 CARATE BRIANZA (MB) 
Tel. +39 (0362) 903.539 – Fax +39 (0362) 975.133 

Mail: info@alfaelectric.com 
www.alfaelectric.com 

 
 

DECLARE THAT THE AIR CONDITIONER FOR ELECTRICAL CABINETS 
 

ARK SERIES 
 

DO COMPLY WITH THE FOLLOWING DIRECTIVES 
 

2006/42/CE MACHINERY DIRECTIVE (17 May 2006) 
2014/35/UE LOW VOLTAGE DIRECTIVE (26 February 2014) 

2014/30/UE EMC DIRECTIVE (26 February 2014) 

2011/65/UE ROHS DIRECTIVE (8 June 2011) 

 

STANDARDS APPLIED TO MEET THE PRINCIPAL ELEMENTS OF THE DIRECTIVE 
 

EN 60335-2-40:2003; A1; A2 (IEC 60335-2-40: 2002; A1; A2) 
EN 60335-1: 2010; A11; A13; A14; A1; A2 (IEC 60335-1; A1; A2) 

 

OTHER STANDARDS APPLIED  
 

EN 55014-1: 2017 
EN 55014-2: 2015 

EN IEC 61000-3-2: 2019 
EN 61000-3-3: 2013 

 
 
 

LEGAL RAPRESENTATIVE 
 

FIORATTI P. 
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NOTES 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


